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1. VPT300 smart tracking camera contains () function.

A. Adaptive Panorama

B. Voice image dual positioning

C. Automatically identify and track speakers

D. 360 Degree Intelligent Rotation

Answer(s): B

2. () It does not belong to the three elements of video conferencing multimedia business.

A. Sound

B. Data

C. Image

D. Network

Answer(s): D

3. () The message indicates that the request cannot be implemented on any SIP server.

A. 6xx

B. 5xx

C. 1xx



D. 3xx

Answer(s): A

4. When SVC conferences, the terminal sends up to 4 video streams to the C1loudMCU/VP98
series NCU, containing ().

A. Secondary 2-way, mainstream 2-way

B. Mainstream 4 each

C. Subflow 1 way, mainstream 3 way

D. Secondary 3-way, mainstream 1-way

Answer(s): C

5. SMC3.0 is managed over the () protocol for IdeaHub.

A. SNMP

B. TR069

C. Telnet

D. SSH

Answer(s): A

6. What is the following description of a cascade meeting incorrect?

A. When the MCU performs single-channel cascading, the upper and lower cascaded venues need to
occupy the port resources of the MCU, and the single-channel cascaded venue needs to occupy 1 fully
adapted port.

B. In cascaded meetings, the operation of meeting control of the lower venue is not supported.



C. MCUs support automatic cascading and manual cascading. Cascade conferencing is supported
between

D. VP98/C1oudMCU/VP96 series MCUs.

Answer(s): B

7. Regarding the H323 protocol, is the following description correct?

A. The secondary stream data transmission protocol is not present.

B. 323 in the protocol stack.

C. The terminal control management class protocol is responsible for the transmission of audio and video
code streams.

D. Video encoding protocol, audio encoding protocol, and media transmission protocol belong to the
media control class.

E. Media control class protocol is responsible for conference control and terminal calls.

Answer(s): C

8. Response message "1xx" indicates?

A. The server must take further action to complete the request.

B. The request cannot be implemented on any SIP server.

C. The request message contains a syntax error or the STP server cannot complete processing of the
request message.

D. The server has received the request message and is processing it.

Answer(s): D

9. () Support for creating meetings and joining meetings via IVR.



A. VP9850

B. VP9860

C. VP9660

D. CloudMCU

Answer(s): C

10. When SHC2.0 adds TE Series endpoints in a manageable manner, the Username and
Password and Terminal () in the authentication information. The user's user name and password
are consistent.

A. Web interface

B. api

C. test

D. debug

Answer(s): B

11. Regarding the gallery view in a multi-stream meeting, what is the following description
incorrect? ()

A. In a multi-stream meeting, if you select Gallery View, the screens are presented in the following

order of precedence: broadcast venue video> speaker video> other venue videos.

B. In a multi-stream meeting, if you select Gallery view, you can display up to 16 videos or share a

presentation.

C. In a multi-stream conference, if you select gallery view, the picture is presented in a large number

of small ways.



D. In a multi-stream meeting, if you select Gallery View, the video and shared presentation of each

venue are displayed equally.

Answer(s): A D

12. () is a function of the whiteboard.

A. Move

B. Zoom

C. Erase

D. Write

Answer(s): A B C D

13. IdeaHub provides a whiteboard feature, and the background of the whiteboard can be set to
() color.

A. Dark green

B. Black

C. Gray

D. White

Answer(s): A C D

14. () is a multiviewer mode supported by the CloudMCU.



A. Divided into 16 screens equally

B. Divided into 24 screens

C. A large number of small Ontable modes

D. Equally 9 Screen

Answer(s): A B C D

15. By default, the SMC3.0 system supports three roles, namely ().

A. Meeting Administrator

B. Meeting Organizer

C. System Administrator

D. Regular User

Answer(s): A C D

16. McUs are registered with H.323 and need to make a request to Gk when calling a terminal
using a number. ()

A. True

B. False

Answer(s): A

17. SIP alone can not complete multimedia calls, must be together with other protocols to form a
complete multimedia communication system, and RTP/RTCP, SDP and other protocols to
complete the multimedia session process.



A. True

B. False

Answer(s): A

18. A CANCEL transaction can only be sent after receiving a temporary response from INVITE
(including 100), before the final response. ()

A. True

B. False

Answer(s): A

19. IdeaHub's negative welcome message can be configured on the web interface.

A. True

B. False

Answer(s): A

20. In cascading meetings, meeting control operations on subordinate venues are not supported.
()

A. True

B. False

Answer(s): B


